
APPLICATION GUIDE

TILING/STONE CLADDING



TILING                                                                          
Tiling your wall or just a particular section can add an excellent feature or statement to your 
ModularWalls. 



7 DAY A WEEK TECHNICAL   
AND INSTALLATION ADVICE IS AVAILABLE 

BY PHONING 1300 556 957 AND SELECTING 
THE AFTER HOURS OPTION

BEFORE YOU START                                                                

Firstly, select the tile you wish to apply, checking its 
suitability. ModularWalls recommends tile weights of 
up to 20kgm/2 per side of your wall panel.   

When choosing a tile, consider the thickness of the tile 
and how this will look when the tile meets the vertical 
post.   

- Will the tile end up sticking out past the post or panel 
   capping?

- If this is the case, and you would like a level result, you 
  can tile over the posts or ‘bulk’ out the face of the  
  post with another material.   

If you are using our SlimWall or TrendWall fence 
systems and choose a thick enough tile, you may be 
able to notch the back of the tiles, so they pass over 
the face of the posts.   

Our AcoustiMax panels have an external fibre cement 
finish. Therefore, they can bond to tiles using an 
exterior grade tile adhesive suitable for fibre cement 
surfaces. Talk to your tile supplier, as they will generally 
sell tile adhesive ideal for this application.   

Stop possible tile slippage by using a fast grab tile 
adhesive. Ask your tile supplier for further information 
and advice. 



TOOLS AND MATERIALS NEEDED                                                                                  
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Piping bag Scraper Notched Tiling 
Adhesive Trowel 

Grinder With 
Masonary Blade 

Ceramic Tile Cutter Grouting Rubber Float 

Power Drill Mixer Plastic Buckets

FINISHING                                                                                 

Stiff Brush 
 

 
 
 
 
 

 Sponge Power Washer 

Spirit Level Liquid Nails

LI
Q

U
ID

 N
A

IL
S

Drill/Driver



THIN CERAMIC TILES                                                                                   
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STEP 2. 

Support or pack the base tile to avoid slippage of the subsequent tiles above; then, continue tiling. On 
completion, remove the packing before placing a cut at the bottom.     
 
STEP 3. 

It is very important to continually check the tile edges to ensure they are level horizontally and vertically to avoid 
accumulating errors.   
 
STEP 4. 

Ensure you use the appropriate tile spacers available from your tiling supplier.   
 
STEP 5. 

Once tiling is complete, apply your selected grout. Follow the grout manufacturers recommendations for type 
and application method.  

NOTE:

In the example image to the left, we started 
from the centre of the panel and worked 
outwards. Ensuring there was an even cut at 
each end where the tiles met the post. 

With the decision to have a full tile at the top, 
careful measurements were taken to ensure 
accuracy.

STEP 1. 

Spend the time marking out where to place the tiles on 
your wall panel. 

Considerations include: 

- Where will you start the tiles, i.e. the centre of 
   the panel or the edges? Top of the panel or the 
   base?  

- Where will your cuts be?  



STONE CLADDING                                                                                   
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STEP 2. 

Apply Liquid Nails Instant Hold on one half of the tile and Fast Grab External Tile Adhesive on the other half. 
The instant hold allows you to position the stone cladding without slippage whilst the external tile adhesive cures 

STEP 3. 

After applying the stone cladding apply a water-based cement grout into the rough joints with a piping bag. 
Much like a piping bag you would use icing a cake but much bigger! 

STEP 4. 

Wash down excess grout with a damp sponge. Once fully cured, use a stiff brush, soap and water and a power 
washer to remove any grout residue.  

NOTE:

Grout that is not 100% water-based or compatible with a water clean-up will grab into the rough surface 
of the tiles. This makes cleaning the excess grout exceedingly difficult and time-consuming.  

NOTE:

In the example image on the left, we started 
from the top centre of the panel, working 
outwards and down. We used a fast grab tile 
adhesive and Liquid Nails Instant Hold. 

In this example, we also tiled the top and the 
back of the fence panels to emulate the look of a 
solid stone wall.   

 
 

STEP 1. 

Spend the time marking out where to place the tiles on 
your wall panel. 

Considerations include: 

- Where will you start the tiles, i.e. the centre of 
   the panel or the edges? Top of the panel or the 
   base?  

- Where will your cuts be?  



NOTES:                                                                                       
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7 DAY A WEEK TECHNICAL   
AND INSTALLATION ADVICE IS AVAILABLE 

BY PHONING 1300 556 957 AND 
SELECTING THE AFTER HOURS OPTION

www.modularwalls.com.au

WITH A REPUTATION FOR QUALITY 
AND INNOVATION, MODULARWALLS®
PROVIDED REVOLUTIONARY WAYS TO 

CREATE STYLISH AND COST-EFFECTIVE
WALLS AND FENCING.


